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(5) For pipelines under §§ 195.302(b)(1) 

and (b)(2)(i) that have not been pres-

sure tested under subpart E of this 

part, 80 percent of the test pressure or 

highest operating pressure to which 

the pipeline was subjected for 4 or more 

continuous hours that can be dem-

onstrated by recording charts or logs 

made at the time the test or operations 

were conducted. 

(b) No operator may permit the pres-

sure in a pipeline during surges or 

other variations from normal oper-

ations to exceed 110 percent of the op-

erating pressure limit established 

under paragraph (a) of this section. 

Each operator must provide adequate 

controls and protective equipment to 

control the pressure within this limit. 

[Amdt. 195–22, 46 FR 38360, July 27, 1981, as 

amended by Amdt. 195–33, 50 FR 15899, Apr. 

23, 1985; 50 FR 38660, Sept. 24, 1985; Amdt. 195– 

51, 59 FR 29385, June 7, 1994; Amdt. 195–52, 59 

FR 33397, June 28, 1994; Amdt. 195–63, 63 FR 

37506, July 13, 1998; Amdt. 195–65, 63 FR 59480, 

Nov. 4, 1998] 

§ 195.408 Communications. 

(a) Each operator must have a com-

munication system to provide for the 

transmission of information needed for 

the safe operation of its pipeline sys-

tem. 

(b) The communication system re-

quired by paragraph (a) of this section 

must, as a minimum, include means 

for: 

(1) Monitoring operational data as re-

quired by § 195.402(c)(9); 

(2) Receiving notices from operator 

personnel, the public, and public au-

thorities of abnormal or emergency 

conditions and sending this informa-

tion to appropriate personnel or gov-

ernment agencies for corrective action; 

(3) Conducting two-way vocal com-

munication between a control center 

and the scene of abnormal operations 

and emergencies; and 

(4) Providing communication with 

fire, police, and other appropriate pub-

lic officials during emergency condi-

tions, including a natural disaster. 

§ 195.410 Line markers. 

(a) Except as provided in paragraph 

(b) of this section, each operator shall 

place and maintain line markers over 

each buried pipeline in accordance with 

the following: 

(1) Markers must be located at each 

public road crossing, at each railroad 

crossing, and in sufficient number 

along the remainder of each buried line 

so that its location is accurately 

known. 

(2) The marker must state at least 

the following on a background of 

sharply contrasting color: 

(i) The word ‘‘Warning,’’ ‘‘Caution,’’ 

or ‘‘Danger’’ followed by the words 

‘‘Petroleum (or the name of the haz-

ardous liquid transported) Pipeline’’, or 

‘‘Carbon Dioxide Pipeline,’’ all of 

which, except for markers in heavily 

developed urban areas, must be in let-

ters at least 1 inch (25 millimeters) 

high with an approximate stroke of 1⁄4 

inch (6.4 millimeters). 

(ii) The name of the operator and a 

telephone number (including area code) 

where the operator can be reached at 

all times. 

(b) Line markers are not required for 

buried pipelines located— 

(1) Offshore or at crossings of or 

under waterways and other bodies of 

water; or 

(2) In heavily developed urban areas 

such as downtown business centers 

where— 

(i) The placement of markers is im-

practical and would not serve the pur-

pose for which markers are intended; 

and 

(ii) The local government maintains 

current substructure records. 

(c) Each operator shall provide line 

marking at locations where the line is 

above ground in areas that are acces-

sible to the public. 

[Amdt. 195–22, 46 FR 38360, July 27, 1981, as 

amended by Amdt. 195–27, 48 FR 25208, June 

6, 1983; Amdt. 195–54, 60 FR 14650, Mar. 20, 

1995; Amdt. 195–63, 63 FR 37506, July 13, 1998] 

§ 195.412 Inspection of rights-of-way 
and crossings under navigable 
waters. 

(a) Each operator shall, at intervals 

not exceeding 3 weeks, but at least 26 

times each calendar year, inspect the 

surface conditions on or adjacent to 

each pipeline right-of-way. Methods of 

inspection include walking, driving, 

flying or other appropriate means of 

traversing the right-of-way. 
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